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A. USE THE EXISTING HANDHOLE. _Ljh |
B. USE THE EXISTING CONDUIT. — — —
C. REMOVE PEDESTIAL POLE, SIGNAL HEAD,PUSH BUTTON, SIGN., AND POLE FOUNDATION. oo MD) b 5 S W | S C 0 NS I N A \/
D. FURNISH AND INSTALL 10’ PEDESTIAL POLE., PEDESTRIAN SIGNAL HEAD. PUSH BUTTON, M A | E N U E
AND SIGN. (NOTE: 1-2” PVC 90 DEGREE ANGLE CONDUIT BEND. AND 4 — 1” x 40" ANCHOR BOLTS). -__l\\ | _—
E. CAP AND ABANDON EXISTING CONDUIT. —_—— e e ' \‘\\
F. REMOVE EXISTING HANDHOLE. T - RN
G. FURNISH AND INSTALL 2” SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED. G ——__y::z:::::____:::::::::::
H. FURNISH AND INSTALL HANDHOLE WITH GROUND ROD. T = _=
I FURNISH AND INSTALL 4" SCHEDULE 80 RIGID PVC CONDUIT - BORED. W= = e T swN T T T ————
J. FURNISH AND INSTALL 12" WHITE HEAT APPLIED PREFORMED PAVEMENT MARKING - ———— - — ——— S/W
FURNTSH AND INSTALL 24" WHITE HEAT APPLIED PREFORMED NT MARKING TAPE = 7 A — —
K. FURN “ I PAVEME
(STOP LINE). A 10 WASHINGTON D.C.
L. REMOVE EXISTING GROUND MOUNTED SIGN.
M. INSTALL GROUND MOUNTED SIGN ON 4“x 6” WOOD POST.
NOTES:
1. REWIRE THE CONTROLLER AS NEEDED.
2. “ALL UNDERGROUND. AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC ONLY. AND MAY NOT TO BE COMPLETE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION
SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN UTILITIES, AND THE TRAFFIC SIGNAL
WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
IMMEDIATELY SO THE CONFLICT MAY BE RESOLVED.”
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